
 

Bertrán, 19-21 
08023 Barcelona 
Tel 93 4186808 Fax 93 4340869 
E-mail: dicrom@dicrom.com  
www.dicrom.com 



6W MR16 

Code LB-MR16-06710 LB-MR16-06730 

Power comsumption 6W 

Input voltage 12V(AC/DC)  

Connector  GX5.3/GU5.3  

Dimension  ū50xH50mm  

Operating temperature -20~40ÜC 

Approval CE - FCC  

Viewing angle 70°  

CRI  70  80 

Lm  360lm 300lm 

Color temperature  6000°K  3000°K 

4W MR16 

Code LG-LMR1L-004CW0-12AD-101 LG-LMR1L-004WW0-12AD-101 

Power comsumption 4.1w  

Input voltage 12V(AC/DC)  

Connector  GX5.3/GU5.3  

Dimension  ū50xH50mm  

Operating temperature -20~50ÜC 

Approval CE - FCC  

Viewing angle 35°  

CRI  70  80 

Lm  210lm 170lm 

Color temperature  6000°K  3000°K 

LED MR16 SERIES 

Optical and Electrical Specifications 

Ǐ Ecological low power consumption.  
Ǐ Easy to install and maintain  
Ǐ Long lifetime> 25,000 hours (five years).  
Ǐ No IR radiation, no UV. Mercury free  
Ǐ No delay on start  
Ǐ European Safety Standards and certifications  

Features and benefits 

3W MR16 

Code LB-MR16-03610 LB-MR16-03630 

Power comsumption 3w  

Input voltage 12V(AC/DC)  

Connector  GX5.3/GU5.3  

Dimension  ū50xH50mm  

Operating temperature -20~40ÜC 

Approval CE - FCC  

Viewing angle 60°  

CRI  70  80 

Lm  190lm 120lm 

Color temperature  6000°K  3000°K 
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3W GU10 

Code LB-GU10-03610 LB-GU10-03630 

Power comsumption 3W 

Input voltage 100-250V AC 

Connector  GU10 

Dimension  ū50xH57mm  

Operating temperature -20~40ÜC 

Approval CE - FCC  

Viewing angle 60°  

CRI  70  80 

Lm  190lm 120lm 

Color temperature  6000°K  3000°K 

4W GU10 

Code LB-GU10-04610 LB-GU10-04630 

Power comsumption 4W 

Input voltage 100-250V AC 

Connector  GU10 

Dimension  ū50xH57mm  

Operating temperature -20~40ÜC 

Approval CE - FCC  

Viewing angle 60°  

CRI  70  80 

Lm  255lm 200lm 

Color temperature  6000°K  3000°K 

LED GU10 SERIES 

Optical and Electrical Specifications 

Ǐ Ecological low power consumption.  
Ǐ Easy to install and maintain  
Ǐ Long lifetime> 25,000 hours (five years).  
Ǐ No IR radiation, no UV. Mercury free  
Ǐ No delay on start  
Ǐ European Safety Standards and certifications  

Features and benefits 

7W GU10 

Code LB-GU10-07610 LB-GU10-07630 

Power comsumption 7W 

Input voltage 100-250V AC 

Connector  GU10 

Dimension  ū50xH80mm  

Operating temperature -20~40ÜC 

Approval CE - FCC  

Viewing angle 60°  

CRI  70  80 

Lm  365lm 275lm 

Color temperature  6000°K  3000°K 
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PAR 38 

Code LG-PAR38F-18-124A-WW-001  

Power comsumption 18W 

Input voltage 100~240Vac@50~60Hz 

Connector  E27 

Dimension  118x145mm. 

Operating temperature -20~50ÜC 

Lifespan >25000 hours 

Approval CE - FCC  

Viewing angle 120°  

CRI  80 

Lm  900lm 

Color temperature  3000°K 

Optical and Electrical Specifications 

Ǐ Ecological low power consumption. . 
Ǐ Aluminum body. 
Ǐ No IR radiation, no UV. Mercury free  
Ǐ E27.  

LED BULB SERIES  

Features and benefits 

BULB 12W 

Code MBI-2712CW   MBI-2712WW   

Power comsumption 12W  

Input voltage Lámpara incandescente 60W 

Connector  200~240Vac@50~60Hz  

Dimension  E27  

Led emitter Nichia-SSC 

Operating temperature -20~50ÜC  

Lifespan 40.000 hours  

Approval CE - FCC -  PSE - CNS  

Viewing angle 260°   

CRI  70 80 

Lm  900lm 810lm 

Color temperature  5000°K 3000ÜK 
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PANTALLA LED 60x60cm 

Code LG-TB12A-45-124A-CW  

Power comsumption 45W 

Input voltage 100~240Vac@50~60Hz 

Power factor >0,9 

Dimension  598x598mm. 

Operating temperature -15~50ÜC 

Lifespan >25000 hours 

Approval CE - FCC  

Viewing angle 120°  

CRI  70 

Lm  3100lm  

Color temperature  6000ÜK  

LUX@1M  1250lux  

Optical and Electrical Specifications 

Ǐ Ecological low power consumption.  
Ǐ Easy to install and maintain  
Ǐ Long lifetime> 25,000 hours (five years).  
Ǐ No IR radiation, no UV. Mercury free  
Ǐ No flickering or RF interference . 
Ǐ Input voltage AC110V/220V.  
Ǐ Power comsumption 45W 
Ǐ Reducci·n de los costos. 

LED PANEL LIGHTS  

Features and benefits 

DOWN LIGHT 

Code LR-TD32-15610  LR-TD32-15620  LR-TD32-15630  

Power comsumption 15W 

Input voltage 24V 700mA 

Dimension  138mm. 

Lifespan >25000 hours 

Approval CE - FCC  

Viewing angle 60°  

CRI  70 75 80 

Lm  850lm 720lm 630lm 

Color temperature  7000ÜK 4500°K  3000°K 

LUX@1M  1310lux 1230lux 1150lux 

DOWN LIGHT LED SERIES 
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LED ROTATABLE TUBE T9 8W 60cm 

Code LG-T092BB8-08-CW0 LG-T092BB8-08-NW0 LG-T092BB8-08-WW0 

Power comsumption 8W 

Input voltage 100~240Vac@50~60Hz 

Power factor >0,9 

Connector  G13 

Dimension  ū28,6xL588mm  

Operating temperature -20~40ÜC 

Lifespan >25000 hours 

Approval CE - FCC  

Viewing angle 120°  

CRI  70 

Lm  700lm 625lm 550lm 

Color temperature  6000ÜK 4000°K  3000°K 

LUX@1M  260lux 230lux 200lux 

Ǐ Energy saving.  
Ǐ High uniformity.  
Ǐ Long lifetime> 25,000 hours (five years).  
Ǐ No noise, no UV, no frequent flash, quick start.  
Ǐ Simple installation, directly connected AC110V/220V.  
Ǐ Able to replace traditional fluorescent tubes.  
Ǐ Reducing Costs.  
Ǐ Base aluminum alloy + plastic cover.  

LED TUBE SERIES 

LED ROTATABLE TUBE T9 18W 120cm 

Code LG-T092BB8-18-CW0 LG-T092BB8-18-NW0 LG-T092BB8-18-WW0 

Power comsumption 18W 

Input voltage 100~240Vac@50~60Hz 

Power factor >0,9 

Connector  G13 

Dimension  ū28,6xL588mm  

Operating temperature -20~40ÜC 

Lifespan >25000 hours 

Approval CE - FCC  

Viewing angle 120°  

CRI  70  

Lm  1400lm 1250lm 1100lm 

Color temperature  6000ÜK 4000°K  3000°K 

LUX@1M  420lux 370lux 320lux 

Optical and Electrical Specifications 

Features and benefits 

Bertrán, 19-21 
08023 Barcelona 
Tel 93 4186808 Fax 93 4340869 
E-mail: dicrom@dicrom.com  
www.dicrom.com 



LED STRIPS 

Optical and Electrical Specifications 

Código V nm Lumens W mA Long. Leds 

LGI-WNMF75AA 12 6500 2250lm 36 3000 500cm 300 

LGI-INMF75AA 12 3200 1750lm 36 3000 500cm 300 

-Availability in other colors.  
-Other versions IP68  
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